What is claimed is: 

1. A spring clamp, comprising two handles and an 
elastically operable locating mechanism provided 
between said two handles; said elastically operable 
mechanism enabling said two handles to 
instantaneously enter into a braked position when 
said spring clamp clamps work pieces thereto, and 
immediately released from the braked position when 
a push button of said elastically operable locating 
mechanism is pushed. 

2. The spring clamp as claimed in claim 1 - wherein said 
elastically operable loca ting mechanism including: 

a housing divided into a seat and a top cover 
connected to a top of said seat, said seat being 
provided with a first groove extended in parallel 
with two longitudinal sides of said housing, and 
a second groove obliquely extended from one side 
of said first groove at a predetermined angle; 

a pull bar being set in said seat with a distal end 
fixedly screwed to a first one of said two handles 
of said spring clamp; 
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a steel ball and a compression spring sequentially 
positioned in said second groove; and 

a push button having a downward stem extended into 
said housing, and a projection provided at a 
predetermined position on said stem; and said 
projectionof said push button having a beveled lower 
surface . 

The spring clamp as claimed in claim 2, wherein said 
seat is provided near a lower dead point of said 
second groove with a vertical bore, and said top 
cover is provided with a through hole corresponding 
to said vertical bore on said seat. 

The spring clamp as claimed in claim 2, wherein said 
pull bar is slidably set in said first groove on 
said seat. 

The spring clamp as claimed in claim 2, wherein said 
steel ball is pushed forward by said compression 
spring to bear at different portions of an outer 
surface against said pull bar, said beveled lower 
surface of said projection on said push button, and 
a joint of said first and said second groove. 



The spring clamp as claimed in claim 3, wherein said 
push button is mounted on said housing with said 
downward stem extended through said through hole 
on said top cover and into said vertical bore on 
said seat, such that said beveled projection is 
extended into said second groove. 

The spring clamp as claimed in claim 2, wherein said 
housing is screwed at an end opposite to said distal 
end of said pull bar to a second one of said two 
handles of said spring clamp. 
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